Upgrade Tool Manual

This tool is used for upgrading firmware, besides you can use it to change booting logo. 

Install

Double click [image: image1.png]i3 Upgrade_20130708



 to install.

Upgrade firmware

Run [image: image2.png]


 , then pop up interface shown as below.
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[IP Search] Search device on line in local network.

[Add Device] Add device by input device information.

[Edit Device] Modify device information.

[Run] Run

[Browse] Choose file used for upgrading

Add device

2.1 If in local network, click “IP Search” to add.
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2.2  If in public network, Click “AddDevice” to add.
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Input IP Address in public network, the TCP port mapped out, user name, password, if connect successfully, the device information will appear in the list.
Log in 

Double click the device in the list , enter user name and password to log in.

[image: image7.png]@ UpgradeTool =

NO_[1PAdiess  [Pat | Desiibe z
CI1 192188137 34567
CJ2 192188110 34567
O3 192188132 34567
Cls 192188133 34567
[CI5 192168187 34567
[CJ6 192168185 34567
7 192188116 34567
I8 19216818 34567 PasswdEnor

CI10 132168182 34567

[I11 19216817 34567 -
T~ 8
T e

e [ o





Tick the box of device you want to upgrade, click “Browse” to choose the upgrade file.

Click “Run”, you will see the process information in the box.
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After upgrade successfully, the device will restart automatically.

Modify device information

Log in to the device.

Double click the device in the list to log in.

Click “Edit Device” button to modify.
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Note: if modifying HTTP port or TCP Port, need to restart the device, the new setting works. If modify IP address, it works right away.
Change boot logo

Log in to the device

Tick the box of the device , choose the picture you want , If the device is 8M FLASH,please first get check of 8M and then click “run” 
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After upgrade successfully, the device will restart automatically.
Note: the picture used for boot logo requirements: 1. Size : Width 1024 Pixel, height 768 Pixel, Resolution : 72 Pixel/inch. 2. Mode: RGB 3. Format: JPEG 4. If use black color, the RGB value need to be more than 20.

